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MODEL 88 Diesel Prime Power Generator 

88 kW Standby / 80 kW Prime @ 77 F & Sea Level

IVECO MOTORS/FPT Model NEF45-TM2X 4.5 liter, Tier 3 turbocharged and intercooled, four cylinder diesel engine, rated ~127 net intermittent HP and ~116 net continuous HP at 1800 rpm (for 60 Hz operation).  This open power unit style generation system includes the engine and radiator, exhaust stub, air cleaner, blower fan, a basic DynaGen GSC-300 autostart engine control panel that includes both low oil pressure and high coolant temperature safety shut downs and warning lights, a digital hour meter & frequency meter, fuel solenoid, push button start, a battery tray & cables, and rubber vibration mounts, all assembled together with the generator (see below) on a 7” welded steel frame.

MARATHON or NEWAGE or MARELLI 12 lead or 4 lead generator end.  Four lead generator ends are more efficient for 120/240 VAC applications.  12 lead generator ends are very flexible, and can be connected for a variety of applications, including 480 VAC three phase, 240/120 VAC three phase or 120/240 VAC single phase. An AVR voltage regulator is included and will be adjusted by our shop for the winding/voltage configuration specified.  These units meet NEMA generator standards and are suitable for prime or standby power.  A copy of the generator factory data sheet will be supplied upon request.  Many are also posted on our web site.

The Model 88 with a standard 12 wire Stamford UCI-274-C generator end rated at 106 kW standby and 90 kW continuous (Class F, for 105 deg C temperature rise) is approximately ~83” long; ~36” wide; and has a height of ~51” at the top of radiator cap.  The height to the top of the air cleaner inlet is ~50”,  the top of the engine head is ~42 inches, and it is ~39 inches to the top of the generator outlet box.  Weight = ~2290 pounds.  With an oversize UCI-274-E generator end with PMG, the overall length is ~87 inches, and the overall weight is  ~ 2475 pounds.

Approximate fuel consumption:  at 80 kW load =  ~5.3 gal/hour;  at 40 kW load = ~2.7 gal/hour.

All units are fully assembled and test run under load prior to shipment using our calibrated factory load banks(s) at our Fullerton, CA manufacturing facility. 

Options include the following; others maybe available upon special request:

•
Water and oil level safeties.
•
2 or 3 pole main line circuit breaker.

•
Oversize alternators for motor starting.
•
Transfer switches.
•
Block heaters.
•
Deluxe control panels with gauges, autostart, and/or with AC metering gauges.
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